
Single Phase High Frequency Online UPS 1KVA - 3KVA For Computer Server
Data Center

Basic Information

Fujian,China

Evada

CE,FCC,ISO9001

HQ-G

5PCS

Negotiable

carton packing, wooden packing

30 days

L/C,T/T,Western Union

10000pcs/month

Product Specification

ups uninterruptible power supply, 
three phase online ups
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Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Highlight:

GSM International Trade Co.,Ltd.
atm-machineparts.com
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Product Description

 
Single Phase High Frequency Online UPS 1KVA - 3KVA For Computer Server Data Center
 
 
Quick details:
 
 Name: High frequency online UPS 1-3KVA
 Brand Name:  Evada
 Model Number: HQ-G1-3K
 Phase:  Single Phase
 Protection: Short Circuit
 Output Voltage:  220VAC/110VAC/240V
 
 
Description :
 
Online HF UPS HQ-G series 1-3KVA adopt the latest R&D DSP control technology, which can improve performance & system reliability
effectively and achieve higher level of power density and miniaturization. With strong overload capability, HQ-G1-3K can offer highly reliable
power for departmental servers, small local area networks, workstations, industrial machines, small medical equipment, and other small
precision electronic devices.
With the HQ-G series wide in-put voltage range and near zero tolerance on frequency and voltage variance on the put-put the HQ-Gseries is
perfect for the most demanding and delicate of applications.
 
 
Applications:
 
High frequency Online UPS can be widely used for servers, Data-Center Critical network devices, Sensitive electronic equipment, Telecom,
Departmental servers, smaller lans, workstation, IPC, Small medical equipment, small precision electronic instrument.
 
 
Specifications:
 

Part NO. HQ10GL HQ20GL HQ30GL

Rated Capacity 1KVA/80
0W

2KVA/16
00W

3KVA/24
00W

 
Frequency 47Hz-53Hz(adjusted)
Power Factor 0.8

Output

Voltage 220/230/240V±1% AC(set up
by LCD panel)

Frequency 50Hz/60Hz±0.1Hz
Wave Form Sine wave
Peak Factor 3:1 (Max)

Overload Capacity

110% ~ 130% lasts for 30
seconds to be automatic to
bypass output, more than
130% maintain 300
milliseconds

Transfer time 0ms

Battery

Type Lead acid battery, omniseal,
free maintenance

Built-in Capacity  16Pcs
7AH/12V

 

Rated Voltage 192V 240V
Charging Current 4.2A 2A 4.2A

Working Environment
Temperature 0°C~40°C
Humidity  0%~90%

N/W  (Kg) 12.7 27 28
 
 
Competitive Advantage:
 
1.  Wide input voltage range
2.  Advanced battery management
3.  LCD and LED display
4.  Protection against all type of power problems
5.  Self test while start of the UPS
6.  Advanced Current Control
7.  High frequency and double conversion on-line technology
8.  Intelligent local and remote monitor capability with RS232 port
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 86-13601126185  charles@gsmbankinggroup.com  atm-machineparts.com

Room 1311, No. 555, middle Renmin Road, Liwan District, Guangzhou, China

GSM International Trade Co.,Ltd.
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